Folja Informattiva tal-Prodott

IR-REGOLAMENT DELEGAT TAL-KUMMISSJONI (UE) 2019/2015 fir-rigward tat-tikkettar tal-energija

tas-sorsi tad-dawl

Isem il-fornitur jew trademark: Lucide

Indirizz tal-fornitur: Lucide NV, Bisschoppenhoflaan 145, 2100 Deurne, BE

Identifikatur tal-mudell: 28116-30-31

Tip ta’ sors tad-dawl:

Teknologija tat-tidwil uzata: LED Mhux  direzzjonali NDLS
jew direzzjonali:
Tip tal-kappa tas-sors tad-dawl Integrated LED
(jew interfacéa elettrika ohra) ceiling light
Mill-mains jew mhux mill- NMLS Sors tad-dawl Le
mains: konness (CLS):
Sors tad-dawl b’kulur Le Involukru: -
aggustabbli:
Sors tad-dawl ta’ luminanza Le
gholja:
Skrin antirifless: Le Jistghu jitbaxxew: Iva
Parametri tal-prodott
Parametru Valur Parametru Valur
Parametri generali tal-prodott:
Konsum tal-energija fil- 30 Klassi tal-effi¢jenza G
modalita mixghul energetika
(kwh/1000 h), imqarreb sal-
eqgreb numru shih
Fluss luminuz utli (¢use), i 2 100 fi Kon Temperatura tal- 3000
jindika jekk jirreferix ghall- wiesa’ (120°) kulur ikkorrelatata,
fluss fi sfera (3602), f’kon imqarrba ghall-
wiesa’ (1202) jew f’kon dejjaq eqreb 100 K,
(909) jew medda ta’
temperaturi tal-
kulur ikkorrelatati,
imqarrba ghall-
eqgreb 100 K, li tista’
tigi ssettjata
Potenza elettrika waqt il- 30,0 Potenza elettrika 0,00
modalita  mixghul  (Pmixghul), waqgt standby (Pg),
espressa f'W espressa f'W u
mgarrba ghat-tieni
decimali
Potenza elettrika waqgt standby - Indi¢i tal-apparenza 80

man-network (P..), ghas-CLS,
espressa f'W u mgarrba ghat-
tieni decimali

tal-kulur, imaqarreb
ghall-eqreb numru
shih, jew medda
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ta’ valuri tas-CRI i
jistghu jigu ssettjati

Dimensjonijiet | Gholi 39
ta’ barra | wisa’ 310
minghajr Fond 310
taghmir  ta’

kontroll

separat,

partijiet  tal-

kontroll  tat-

tidwil u

partijiet li

mhumiex tal-
kontroll  tat-

tidwil, jekk
ikun  hemm
(Fmillimetri)

Distribuzzjoni  tal-
potenza spettrali fil-
medda ta’ 250 nm
sa 800 nm b’taghbija
shiha

Ara I-immagni
fl-ahhar pagna

7

Dikjarazzjoni ta
ekwivalenti(®

potenza

Jekk iva, potenza
elettrika ekwivalenti

(W)
Koordinati tal- 0,434
kromaticita (x u y) 0,403
Parametri ghas-sorsi tad-dawl LED u OLED:
Valur tal-indi¢i tal-apparenza 7 Fattur ta’ 0,90
tal-kulur R9 sopravivenza
il-fattur ta’ manutenzjoni tal- 0,96

lumen

(@)« mhux applikabbli;
(b)lf_ll

: mhux applikabbli;

Pagna2/4



Sﬁfi;rum 1.0=43.035mW/nm

380 480 580 680 780
Wavelength (nm)
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Model placed on the Union market from 09/10/2019

EPREL registration number: 833681
Supplier: Lucide (Manufacturer)
Customer care service:

Name: Lucide NV

Email: info@lucide.com

Address:
Bisschoppenhoflaan 145
2100 Deurne

II-Belgju

https://eprel.ec.europa.eu/qr/833681

Website: www.lucide.be

Website:
Phone: +32 33662204
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