
Product Information Sheet
Delegated Regulation (EU) 2020/740

Supplier name or trademark CROSSWIND

Tyre type identifier Tyre class CWA40X-06 C3

Tyre size designation 385/65R22.5

Speed category symbol J (100 km/h)

Load-capacity index (for single mounting) 164

Load-capacity index (for dual mounting) -

Fuel efficiency class D

Wet grip class C

External rolling noise class External rolling noise value B 73 dB

Tyre for use in severe snow conditions No

Load-capacity index for Additional Service Description
(for single mounting)

-

Load-capacity index for Additional Service Description
(for dual mounting)

-

Speed category symbol (for Additional Service Descrip-
tion)

Date of start of production (Week / Year) 30/22

Date of end of production (Week / Year) -

Additional information

EPREL registration number: 1510695

Model placed on the Union market from 26/07/2022.

https://eprel.ec.europa.eu/qr/1510695

Complementary information (not part of the compliance assessment):

Commercial name or trade designation: CWA40X

Supplier: Linglong Germany GmbH (Authorised representative) Website:

Customer care service:

Name: Linglong Germany Website:

Email: LLG_info@linglong.cn Phone: +49 (0) 173 7530188

Address:
Bahnhofstraße 8
30159 Hannover
Germany
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