Scheda informativa del prodotto

Regolamento delegato (UE) n. 2020/740

Nome o marchio del fornitore

BRIDGESTONE

Denominazione commerciale o di vendita POTENZA REO50A
Identificativo del tipo di . o

oneumatico Classe di pneumatici 2359 C1
Designazione della misura del pneumatico 305/30 ZR19

Simbolo della categoria di velocita Y 300 km/h

Indice di capacita di carico 102

Versione rispetto al carico XL

Categoria di consumo del carburante

Categoria di aderenza sul bagnato

Categoria di rumore ester- | Valore del rumore esterno B 75 dB
no di rotolamento di rotolamento

Pneumatico per uso in condizioni di neve estreme No

Pneumatico per uso in condizioni di ghiaccio estreme No

Data di inizio produzione (Settimana / Anno) 40/10

Data di fine produzione (Settimana / Anno) -

Informazioni supplementari IPC 2359

Model placed on the Union market from 01/10/2010

EPREL registration number: 383335
Supplier: BRIDGESTONE EU NV/SA (Importer)
Customer care service:

Name: QM Design and System Quality

Email: market.surveillance@bridgestone.eu

Address:

Via del Fosso del Salceto 13/15
00128 Rome

Italia

https://eprel.ec.europa.eu/qr/383335

Website: https://www.bridgestone.eu/

Website: https://bridgestone-emia.com

Phone: +39 347 259 3958
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